OFFICE OF THE ASS|s

At/PO-Ath aga

TANT DIRECTOR OF TEXTILES, ATHAGARH
Ph No.-06723->

rh, Dist- Cuttack, Odisha.PIN-754029
20214, o-Mail: adtexathagarh

UOTATION CALL NOTICE

@gmail.com

/ ADTex/Athagarh Dated

Interested suppliers May quote their lowest rate with detailed specification
(material to be used / size / specification / brand etc.) along with the copy of the Firm
registration, Income Tax clearance certific

ate, GST registration & proof of execution of
such orders earlier, if any, to the undersigned on or before 24.01.2022, 05.00 P.M.
through registered post / speed post only. The quotations received either in incomplete

fo_rm or after the due date and time will not be considered_ and treated as cancelled.
The Quotation/tender wili be opened on 25.¢:1.2022 at 11.00 A.M. in the office of

the undersigned in presence of the quotationers or their authorised representatives and

members of purchase committe=. The quotationers or their authorised representatives

must present on that day with samples of the quoted items, failing which the related
quotations shall not be considered.

For more details, terms & conditions please visit the website of www.
textiles.odisha.gov.in, - www.sadhacorissa.org, www.boyanika.com,
www.sambalapuribastralaya.com, www.cuttack.nic.in and may contact the Asst.
Director of Textiles, Athagarh in the above address.. .

The undersigned reserves the right to reject or accept any / all quotations
without assigning any reason thereof.

Asst. Director of Textiles,
P Athagarh
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Sl. No.

SPECIFICATION AND TerMS & CONDITION
HANDLOOM g,

\ fh\sREQLHRED UNDER POHI-2020-21
ame of the itemg — ot i :
N Weavingmmcamn Wise rate to be furnished)

.. 1. Charkha.:- . ,
a) Cycle rim charkha With spindle & break system.
b) High speed charkha with spindle & break system.
) Motorized charkha with spindle.
d) C.V.heald of different brand & count (48° x 52" to 965 x 52").
e) Steel/brass reed of differént brand & count (485 x 52" to 96 x 52").
f) Nylon Twine of different count. .
g) Handloom bobbin: PVC/wooden (6 inch).
h) Handloom pirn: PVC/wooden (4 inch).
i) Handloom shuttles of different sizes.
B. 4 spindle domestic bobbin winding machine with complete set.

- C..Tie & Dye separation Charakha made up with season sal wood/cast iron set.

D. Jacquard with Accessories set. (For disbursement to training beneficiary)
E.

Jalla dobby set. (For disbursement to training beneficiary)

EQUIPMENTS REQUIRED FOR SKILL UP GRDATATION TRAINING IN TIE & DYE

. Tie-Dye Frame (Wooden-72") fitted with 12 mm Steel rod (3 Ft)
Tie-Dye Group making frame set (adjustable - 70” x 12”) fitted with 20” length 2 nos.

of iron rod.

. Tie-Dye unwinding Charakha/Nata (6 sided)
. Stainless Steel vessel (30 to 40 Ltrs)
. Centigrade Thermometer (250° F)

. Solid Stainless Steel rod (8 mm)*30” length.

c
d
e
f. Beaker (Synthetic/Plastic) 100 ml.
g
h

. Hand gloves (Acid & Alkali proof)
i. Weighing balance with weight box. (1 gm to 50 gm)
j-  Measuring Cylinder (100 ml)
k. Stainless steel Mug. (1 Ltr.)
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